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 Category:1980s Tamil-language films Category:Indian filmsThe present invention relates to an improved busbar connector which eliminates the need for pressure-type connectors and for the fasteners used to mount the connectors to the busbars, in a manner that also permits the finished product to be rendered non-conductive. The mounting of a busbar to a supporting member, such as a conduit body,
is an important step in the fabrication of an electric motor. It is necessary to secure the busbar to the conduit in such a manner that it does not fall from the conduit, and yet the mounting must be such that the busbar is electrically connected to the conduit so that it will not cause an electrical short circuit in the finished product. Presently available busbar connectors for the purposes set forth above may

be categorized in one of two general groups. Those connectors that have a mechanical mounting system comprise a copper busbar that is secured to an insulated conduit body, such as a busbar sheath, by means of a flanged, threaded busbar fastener, such as a Busbar Bolts.RTM. busbar fastener, which is press fitted into a channel formed in the conduit body. Those connectors that are adapted to be
electrically connected to the conductor members of a busbar by means of soldering, such as with a conventional H-shaped, saddle type, soldering tool, have a press-fit busbar member that is secured to the busbar by means of a screw fastener, such as a square, hexagonal or octagonal screw fastener, that is driven into the busbar. Both of these types of busbar connectors have certain shortcomings. For
example, the busbar connectors that have a mechanical mounting system require the use of soldering equipment to solder the busbar to the conduit body. Such devices and procedures are time consuming, and the application of heat to the busbar fastener that may loosen it from the conduit body can create a situation where the busbar can fall from the conduit body. Furthermore, the use of threaded

fasteners, such as busbar bolts, requires the use of tools, such as wrenches, for tightening the fastener to the conduit body. The use of such tools is not only time consuming, but the torque that is applied by the fastener to the conduit body may loosen the fastener and permit the busbar to fall from the conduit body. Busbar connectors that are adapted to be electrically connected to the conductor
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